2 COURSES OF BRICK (MIN.)
4 COURSES (MAX.)

PRECAST RISER MAY BE USED
IN_LIEU OF BRICK

SET COVERS FLUSH IN PAVED
AREAS AND 3" ABOVE FINISHED GROUND
ELEVATION IN UNPAVED AREAS.
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REINFORCING BARS
NOTES:

1. PRECAST REINFORCED CONCRETE TOPS, RISERS, BASES AND REBARS SHALL CONFORM
TO LATEST ASTM C—478 STD. SPECIFICATIONS.

2. INTERIOR AND EXTERIOR OF MANHOLE SHALL BE COATED IN ACCORDANCE WITH SECTION 02555 OF
CITY OF SAVANNAH STD. SPECIFICATIONS.

3. MANUFACTURER CERTIFICATION THAT MANHOLE MEETS ASTM SPECIFICATION SHALL BE
SUBMITTED TO CITY OF SAVANNAH.

4. FOR MANHOLE RING AND COVER, SEE DETAIL S10.

5. FOR MANHOLE STEPS SEE DETAIL S15. STEPS TO BE INSTALLED IN A VERTICAL
ROW ON 16" CENTERS.

6. CHECK FOR BUOYANCY

7. ALL PIPE PENETRATIONS SHALL HAVE A BOOT CONNECTION IN ACCORDANCE WITH DETAIL S12
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